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1. IPCAM system

1.1 How to install

Insert the software CD in your CD-R device, start the installation. Choose Shelexec.exe to start installing
the software or check the disc contents and click the startup.html file to open the start up page. The

following starting screen appears.

Install Software

3G mobile phone
video monitoring

'l ]

L

USER MANUAL USER MANUAL
* QIG MANUAL * QIG MANUAL
* SOFTWARE MANUAL s SOFTWARE MANUAL

Please click on the selected button.

Click "install software".

Install Software

3G mobile phone
video monitoring

: g
-~
-~

USER MANUAL USER MANUAL
® QIG MANUAL ® QIG MANUAL
® SOFTWARE MANUAL ® SOFTWARE MANUAL

Please click on the selected button.




Click Next to start the installation.

(& IPCanSystem — InstallShicld Wizard

Welcome to the InstallShield Wizard for
IPCamSystem

The Instalishield(R.) Wizard wil install IPCamsystem on your
computer, To cantinue, cick Next,

WARNING: This program s protected by copyright law and
interniational treaties.

<Batk

1.1.2 Click Next.

i® IFCanSysten — InstallShield Wizard

Destination Folder

Click Next to install to this folder, or dlick Change to install to a different f

D Install IPCamsystem to:
CiProgram Fies\PCamsystem_en|,

<Back Hext > Cancel

1.1.3 Click Install.

i% IPCanSystem — InstallShicld Wizard 3

Ready to Install the Program

The wizard i ready to begin installation.

TF you wark to teview or changs any of your installation settings, cick Back, Click Cancel to
exit the wizard,

Current Settings:

Setup Typs:

Typical
Destination Folder:

C:{Program Fies|FCamsystem_en|
User Informeation:

Name: stareraft

Comparty:

<Back Tnstall Cancel

1.1.4  Click Finish to complete IP Cam System installation.

i? IPCanSysten — InstallShield Wizard X

InstallShield Wizard Completed

The Installshield Wizard has successfuly installed
1PCamSystem. Clik Firish to exit the wizard

Check the Finished box if you wish to run
User’s Manual automatically.
Note: Adobe Reader is needed

Finished, Open the user's manual

Adobe
Eeader 9

<pack ([ Fnish ] Cancel

Run DB Upgrade Tool to check if your application is ready for an upgrade. Click Upgrade if it prompts

Incompatible database version as figure. Then close DB Upgrade Tool and restart IP Cam System.
J Tips:

N\, == ) Start Menu — All Programs — IP Cam System — DBUpgrade Tool



Tomperade 0.0 L)X

Current DB Version: 0.0.0,0

. . -
The svskem requires the DB version;  [$.0.1.3 \]‘_() TIncompatible database wersion.

[ Upgrade I| Close |

1.2 How to Add a device into IP Cam System

1. Select an empty channel

2. Click == Add a device

3. Press Search or type in ID and Password of your device
(Note: Search function can be used under local network only)

4. Press Save

5. Click Start all cameras in IP Cam setting

*
Add device info
Device ID*(m[
LI
Basic info | slarm sett| 2200457
AA8J00455
. AALDT0ST ~
Device passworo T

Channel name(C:

User D)

User passwoard(P):

Notice:

1. Device can be searched automatically. Please check the Home plug LED signal if no device found
(only SEC-CAMIP40, SEC-CAMIP40EC)

2. If the device is automatically searched, the User ID and User Password fields must be set before
saving. And, the specified ID & Password will update the original ID & Password.



1.3 Video via Internet

1. Select an empty channel
2. Select s Add one device
3. Type in your Device ID / Password (Printed on the product body)
Type in your User ID / Password (Set up by user, can be edited, please refer to Search Tool )

4. Press Save
5. Click Start all cameras in IPCam setting

Main function

4 .
\"K L D ]
Display sefing
C I . =

Add device info @ 1 setting @
DipfCe IDHR: | 28840001 ,. — l I [ %]

Basic\info | slarm setting | Schedule recording £

L2 - :o
Channel namelC:

5
User IDCA) 5

User password(E) 7
8

o Panel |y C

Notice:
Make sure the camera is connected to the internet if failed to load video.

If the problem still can’t be solved, follow the steps below and provide the information to your supplier.
1. Right click mouse on the display channel

2. Select TST
3. Provide the information to your supplier



o Main function:

Q B

Disnlay setting:

IF Cam setting:

2 | =

:
3
4
5
3 i
l Trouble Shooting Tool @ .
3
9
n
i
12
T 13
B Trouble Shooting Tool(¥1.0.0.10)  [2]5] "

Device ID*! | AAAADOOZ AAAAOO02

R e

" o4 Panel W Device contral |
Device P iy |k Detect
EVICE PAssWord™, Etec 168227 Login date: 2010-06-04 14:52:46
@

(Result detected:

Devicel{AAARDN0Z); Detected at 2010-08-21 03:49,22,

Conclusion: This device didn't login to pZp server in the past 15245 secor

[IPCamSystem ver  ]14.0.1
[035 wer 1 Microsoft Windows %P Professional Service Pack 3
[DirectDraws Features ] Yes

[Infomation of device]
Fyersion: 55
MATTYpe: {unknown)
LastLoginToMow: 15245 s (about 4 hours, 14 minu)

[Infomation of IPCamSystem]
MATType: typel

£
o




1.4 How to use IP Cam System

rMam function

f Display setiing:

@-ih..[]* *

E)

A. IP Cam Setting

IP Cam settina

P Y e

[V I X

r Edit Device Setting
Edit device Basic Info / Alarm Setting / Schedule recording

Add one device

- Add a new device on display channel.
Delete selected device
Delete the selected device from display channel.

‘ Start all cameras

- Start all connection with camera device.
Stop all cameras
Stop all connection with camera device.

r Edit Device Setting

Edit device Basic Info / Alarm Setting / Schedule recording




Basic Info

> Device ID

Each individual ID shown on back of I[P Cam

> Device Password

Each individual password shown on back of IP Cam

» Channel Name
Edit camera name.
» UserID / User Password

Each user’s personal ID and password

Add device info S
Device D*(N): =

Basicinfo | Alarm setting | Schedule recnrding|

Device password*(P):

Channel name(C}):

User ID(A):

User password(P):

Channel Name

Alarm Setting:

After selecting Enable Alarm, click Motion detection setting to
adjust the sensitivity and Email setting.

> Enable Alarm

Set to Full time alerted or Schedule alert

> Motion detection

Click Setting to adjust motion detection sensitivity

Motion detection senadiiy

Low

High

» Alarm Methods

Alarm sound/Snap shot/Recording/Send Email

» Email setting

Refer to your outlook account information of

SMTP/Account/Password.

Note:

Email alert can work properly only when Internet is connected.

|Edit device info ()|

Device ID*M):

Basic info | Alarm setting | Schedule recording

D Enakle Alarm

) Fulltime alerted:

Trigger type: [ ] Motion detection

Alarm methods: [ alarm sound [ Snap shoot [ | Recording

[ =end E-Mail

O Schedule alert:

= E K-
Week| Start End Trigger method | Alert method
Email setting--Alarm @
Email zetting
Email title: Motion detected ALARN [DeviD]

Email contents:

Motion detected ALARM: Camera [DeviD] -

Email server setting

POR/SMTP email server®:
Send to Email address®:
Account:

Password:




» Schedule Alert

Add one duration
Edit selected duration
Delete selected duration

Select Add one duration to schedule alarm

Set days and time or full time alarming

The icons below shows the status on this device

III Alarm has been enabled

@ Alarm detected on channel

Schedule recording

£ 4.0.2.2, Click to download

Schedule armed X |
Wyeek days®
|:| Sunday |:| |:| Tuesday |:| Wednesday
|:| Thursdary: |:| Friclay |:| Saturdary

Time(24hr)*

Start: | EF 10:2¢ 0%

|:| Full time alarming

Erdl: 102 =

Main function:

Display setting:
T R

IF Cam setting:

."r—mm

)

LEEENE
1 ALAA000200 [ &

" o4 Panel i Device control |

Local TF: 192 168.1.101 Login date: Z010-09-ET7 233400

10



Schedule Recording:
> Select enable schedule recording

Biasic info | Alarm setting | Schedule recording |

Add one duration
Enahle schedule recoding
Edit selected duration Schedule: i &F oW -

Week | Start | End
Delete selected duration
Recording duration E
Select Add one duration to schedule recording [Jsunday [ Imonday  [Tuesday [ wednesda

|:| Thurzsdays |:| Friday |:| Saturday

Time( 24hri*

|:| Full time recarding

Set days and time or full time recording

B. Display Setting

a e C

a. 4 Channel ! y setting: l

b. 6 Channel % — i-i- | ||
c. 9 Channel EEN A EEE HH

d v v

16 Channel b l p l

Full Screen Mode:
Double left click mouse of selected channel to switch to full screen mode, double left click again to switch
back.

C. Main function
a. Search Tool
b. History
c. System Setting
d. About IP Cam System

a b

ain function:

Q « B

g - -
I

v

1



L‘\ Search Tool
Use to set up IP Cam (Local network only)

L£Y'  System Setting

Reconnect IP Cam

Auto reconnects IP Cam when disconnected.
Alarm Setting

Sound effects file

Select your preferable sound when alarming.

Snap shot and video recording path

Setup save folder for the recorded files and snapshots.
Overwrite video

Set up the occupy disk space.

Set up the system start status

video stretch/status bar/confirm when system close
Stretch Video

“ TP Cam 3ystem({¥4.0.0.30)

1[Child]

a. Normal Mode
b. Stretch video
c. Right click mouse on selected image

» Status Bar

Status Bar I

@ Hew Ver: 4.0.2.2, Click to download

System setting Lﬁ-J

Reconnect IP Cam:
¥| Auto reconnect after IP cam disconnected
Every 4 = seconds, try to reconnect

Try g < times then stop reconnect

Alarm settings:
Sound effects file: Ll

g

Sound duration: S Sec. Snapshoot 1 5 time(s)

Recording duration: 10 -2 sec.

Snap shoot and video recording path:
\Peg4 format video recording
V| Overwrite video
Located in the disk: C:\ Avaiable space: 48.625 GB
Occupy disk space: 75.000 GB

| Connect all cameras when system starts

Wideo stretch for all channels

Close status bar Confirm when system close
oK Cancel

[FZF mode] Images directly come from IFCam on Internet

Discomnect
Stretch wideo

Edit device...
Delets thiz device

Enap shoot.. Fi
Manmal recording: F4

,gvel S _Device contral ]
—— N

Local IF: 192 168. 1. 1ur  Login date: Z010-09-27 25 54:

When new version is available, this field will show it. Click to enter download page.
This field shows the link mode of specified video channel. It is a texture description of the icon on the

up-right corner of video display:

12



[LAN Mode] Your PC and IPCam are on local area network. (icon .)
[P2P Mode] Images directly come from IPCam on Internet. (icon ﬂ)

[Relay Mode] Images go through relay server. Slow frame rate. (icon )

3. This field shows PC's IP.
4, This field shows the date and time when IPCam executed.

»  Confirm when system close

Inquire x

\ ? Aye wou sure fo clom system ?

b History of video/ snapshot

IMain function:
Q | b
Playback J

| Snapshot history

Playback video

1. Select device

2. Choose history data
3. Playback back

Select device J Record file J

"I Playback /

AAAADDDS[PEI]

Data location in PC

PIayJ PauseJ Stop J

13



History of snapshot

[ Image location ] Open folder

/
AAAANDDZ-Snap shoot [}
4 4
[C:Program FilesIPCamSystams D\Snapians 40002, [Open fo\der] [ Delete ”Delete au] [ Cloze ]
Furrant snapshot:
Berial ... | Time
1 11-48-40

(2

Image history

i About IP Cam System

Version of your IP Cam System and User’s Manual.

About TP Cam System

IPCamSys Wer 40.1.6

- | Copyright (C) 2010

[ User's Manual ] [ Trouble Shooting Tool

14



D. Display Channels

[
[c1] Display: 10.05 FPS o]

[

Relay Mode

Video source via local network
Video source via Internet
Frames per second

Video recording

Snapshot manually

- O O O T Q©

Shortcut function
Right click on the display channel

1[Childl & olpoi]

Discomnect
Stretch wideo

Edit device...
Delets thiz device

Snap shoot...
Manval recording

Display: B.40 FPS Trouble Shooting Tool

» Disconnect
Disconnect the device.
» Stretch video
Stretch video display.
»> Edit device
Edit device Basic Info/Alarm Setting and Schedule recording.
> Delete this device
Delete the selected device.

15
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Snapshot

Take picture of the selected device.
Manual recording

Start recording instantly.

Device Control

Selected device

Shows the IP address/ Device ID of the selected camera
Pan/Tilt Control

For control the camera angle. (For selected model only)
Video adjust

Adjust light condition/resolution/video quality.

Light condition: Indoor/Outdoor/Night vision
Resolution: 640*480/320*240/160%120
Video quality: From highest to lowest

16

AAARDONZ
192 168.2. 4680

F Y

N
1 | 2 ¥
Nw C
Liak ¢ arrdida
Outdoor ) Indoor () Night vigh
Resioution: | 3306240 w
Wided qu-dity’ i
CIFiip vertical [ Fiip horizontal
T
] Display time [ Display device il
[l Dé=play camera
Diisplay loe ation
=} Bofiom et CIUp laft
) Bemarm right Lip riggihl
o ly Device cortaal
AT bypel Loscsl IP: 152 168227 Login date: 2010-06-07 130805



2 Search Tool

21 How to use Search Tool

Main function:

ﬁ?bi

Click IP CAM Setup

Search Tool helps setting up your IP cam directly.

Note:

This software can be operated under the local network only

A Device List
B Basic Settings
C Authentication of Device

_7 PP IPCam Search Tool(¥4.0.0.8) mE=]
Lacal PC information: . ml
e 1021682185 1P address(L): DHCP{Auka IP Setting)
Subrer sk |295,255.255.0 Subnet mask(U): DHSL{DY:
Gakeway: [192,168,2.1 Gateway(G): DHSZ(NY:
D51 [168.95.1.1 Http pork{p): (A7 | UDP Port: Enable P2P
D52
Authentication: .
o Erviranment: Frequency: Flip
U2 (e Reesolution: Quality: Mikrar
Wigwing password:
Device lisk:
” Mo, DevicelD DevicePassword IF MAC PZP Server Firmer
ot || et
A. Device List J
7
Mo. DeviceID DevicePassword | IP \/ MAC P2P Server Firmyer ||
| AaL01057, 115558643 192,165.2.23 OoielieE:S51: 742 ] WA, D2 PIpCAT, Com - |
4810045 58156807 192.168.2.29 00:a0:6E:51:45:64 Wik, 02 pipCarn, cam : I
£4100455 86356283 192.168.2.26 O0:60:EE:51:44:8C v, p2pipca. com R
< 1l -E_ |
[Ermaramant
o ( ot
Browse(F4) o
T
[ s |

1. Search for cameras under local network
2. Info of camera found

Note:
In this preview window, all the changes are directly saved to your device.

17




> Brightness

Select brightness by clicking on Low, Standard, or High.
> Quality

+: for clear picture and bigger file size

-.  for less picture quality and smaller file size
» Environment

Please select the Indoor, Outdoor or Night mode, depending on e
the environment condition. P
» Position

Normal / Flip / Mirror

B. Basic Settings

Environment: Freguency: DF“D
Resolution: Quality: [#] Mierar

» Environment
Night / Indoor / Outdoor
» Frequency
50 Hz or 60Hz based on your AC power’s frequency.

USA and countries in South America 60Hz
Taiwan 60Hz
Japan 50Hz / 60Hz both
Most of countries in European / Middle East / Africa 50Hz

C. Authentication

hentication:
Set up your personal account and password. Once been set, RiEiotiston

It can only be changed or deleted under local network Viewing Account: | admin

Viewing password: #rrioRir|

Notice:
User Authority is for the security use, we strongly suggest you to set up your own ID and password once you
begin to use the product.

18



2.2 Connect IP Cam and computer

Use Search Tool to start the connection

~ PP TPCam Search Tool{¥4.0.0.8) Disable Auto
Local PC information: - : DHCP Setti
Device Infomatic etting
Marwell Yukon G3ES056 PC|w
@[ \92.168.2. 163 ] [ IP addressiD: | 192,168, 2 . 30 ] L |
R AR Subnst mask{L}: | 255 .255 .255 . O DRS1(D}: | 61 .31 233, 1
152, BB Gateway(G): | 192 165, 2 . DMSZ(N): | 165, 95 192, 1
168.95.1.1 Http pork(p): 21042 LUDP Port: | 28580
Authentication: )
Enrironment: | Might hd Frequency: | 60Hz *| [rip
Yiewing Account: . ;
& Resolution: | 320%240 | Quality: |Middle  |» | [¢]Mirrar
Viewing password:
Device liski(S pos)
Mo, DevicelD DevicePassward P TaC PZP Server Firmver ||
1 AAAADDDZ 12345675 192.168.2.30 00:60:6E:51:79:42 v, pZpipcanm, corm 35
z2 A4100455 86356283 192.168.2.26 00:60:6E:51 445 v, pZpipcanm, com 30
3 AA100457 55156507 192.165.2.29 00:60:6E:51:45:64 iy pZpipcam, com 31 o
< >
— e —
oSearch(FS) ”lBrnwse(F“r) ” SavelFs) gjlose ]

1. Please click search, then select an IP cam on the list.

Set IP address for PC and Camera

Mo, Devicell DevicePassword P MAC P2P Server Firmver ||#
[ 3 AALO10ST ] 11588643 192,168,223 oe0:6E:S1:74:C2 WA, P2PIpCarn, COmm 34

4 A,4100457 55156507 192,168.2.29 O0:60:6E:51:45:64 Wi, DZpipcanm. com 31

=} AAIO0455 86306253 192,168,226 00:60:6E:51 :44:8C W, D2 pipCarn., corm an -
£ >

Close:

2.  Make sure the IPs of LAN and IPCAM are the same, except the last block

[Local P information: ] [Device InFornation ]

IP address(I): | 192 .168 . 2

255 .255.255. 0

Marwell ¥ukon SBESOSE PiC | w

192.168.2{183 )

255,255,255.0 subnet maskiL):

19




Changing IP Address in Windows
Click Start button — Right click My Network Places icon — click Properties — Right click Local Area
Connection icon — Click Properties — click Internet Protocol [TCP/IP] icon — click Properties

" Network Connections

| Fie

Edt Wiew Favorites Tools  Advanced  Help

Q ) T Oseach [ rolders

Internet _) My Documents
Inkerrisk Explorsr
] 5 My Recent Documents
SI. E-mail

Outlock Express
= _9 My Pictures Gepasn
connection Disable
[
- 2 %3 Setup 3 home or small Status
\3 Mk Lo = office netwerk. Repair

@ Changs indows
Firewall settings

@ Disable this network
device

Bridge Connections

' My Computer
® windowes Media Play

Create Shartout

3 Open R, Repai this eonnection
Ay Vo Messenger Explore i} Rename this connection Fiename
Search for Compull @ o seatus of this
[ Tour YWwindows XP Set Program Access and connection
@ @ WDy Chanoe settings of this
Disconnect Metwo conneckion

Fles and Settings Transfer | |24 Printers and Faxe”
wizard 2

% windows Update !)) e 7 S e
S sarch

Allprograms [ 7 ...

Show on Desktop

Local Area Connec:

General | Advanced|

Connect uzing:

‘ HS AMD PCNET Farily PCI Ethernet Ad ‘ Internet Protocol {IP) Properties

General |

This connection uses the followmg items: You can get [P settings assigned sutomatically if your network. supparts

3 5 this capability. Dthenwise, you need to ask pour network administrator for
g Client for Microzoft Netwarks S % s

the appropriate IP settings,
.Q File: atd Printer Sharing for Microsnft Metwarks

() Use the fallowing |P address:

Uninstal‘@ Propatiies ] Subnet mask N

Detault gateway:

Dezcription

Transmizzion Contral Pratocol/Internet Pratocal. The default Obtain DNS server ad IP addreSS in PC
wide area network protocol that provides communication
across diverse interconnected networks.

(®) Use the fallowing DNS server addresses

Prefermed DNS server: :
[ Show icon in naotification area when connected Altemate DMS server. :

otif me when this connection has limited or no connectivity
0K I
ok ] [ Cancel [ \:
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3. IP Cam Mobile, see also starting screen

Please download the dedicated video monitoring software for Apple 0S4 and Android operation
system. For further detail please visit web page as below:

http://www.p2pipcam.com

All other Smart Phones users please use web browser to visit Allmycloud server as below:

http://www.allmycloud.com

Please refer to the example for iPhone as below and refer to the user’s manual of your phone for

more operation details.

e Video monitoring on iPhone

To use the App Store, iPhone must be connected to the Internet.
P2P IPCam Lite is free; you can download it without charge.

Once you download it, it’s immediately installed on your iPhone. Then follow the steps below:

G20 i e
Thatwgiieh, o LI

[ PIP IPCaw Lt
L

Search for "p2p
ipcam lite"

Launch "p2p ‘
ipcam lite"

Launch Select setting
to set up IPCam info
for first time

Your device ID/Password
(Ex. AAAA0001/12345678)
User ID/Password (Set on
Search Tool)
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