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Art. No.: LPS285
LPS286

Power strip with multiple outlets to power your home/office appliances, while tracking energy usage and 
CO2 emissions. Helping you to reduce your energy costs and reduce your electricity bill.

Convenient Charging and Power Monitoring Solution

Power Strip with LCD Display
For Monitoring Energy and
CO2 Emissions
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Power Up to Multiple Devices Simultaneously

Energy and CO2 Emission Monitoring

Safe to Use

Cable Management

Connect various devices with power directly.

Digital display to help you track total power consumption, 
calculate energy usage, and CO2 emissions to save money.

Sturdy Aluminum housing; output ports with 
safety shutter and overload protection.

Route the cable around the power 
strip and tidy the cable with cleaner 
look.

CEE 7/7 angled 
safety plug

Active power 
connections

Energy 
consumption

CO2
emissions
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Package Contents:
» 1 x Outlet Strip
» 1 x User Manual

Art-No. LPS285 LPS286

EAN Code 4052792074109 4052792074116

Output Sockets 3x safety sockets CEE 7/3 5x safety sockets CEE 7/3

Rated Power 230 V~ 50 Hz, 16 A, 3600 W max.

Plug Safety plug CEE 7/7, angled

Standby Power Consumption <0.1 W

Measurement Accuracy ±2%

Power Electricity Display 0.000–9999 kW

Energy Consumption Display 0.000–9999 kWh

CO2 Display 0.000–9999 kg

Standby Power Consumption 0.01 W

With Overload Protection Yes

With Safety Shutter Yes

Protection Class IP20

LCD Display Size 1.6"

Buttons Power, Q, CO2 and Reset

Cable Specification H05VV-F 3G 1.5 mm², 1.4 m

Color Black/Silver

Housing Material Aluminum Alloy Shell

Operating Temperature 0–35°C

Operating Humidity 40–75% RH (non-condensing)

Dimensions (Without Cable) 28 x 5.6 x 4.2 cm 36.5 x 5.6 x 4.2 cm

Weight 521 g 616 g

Package Information:

Art-No. Packing Dimension Packing Weight Carton Dimension Carton Q‘ty Carton Weight

LPS285 310 x 120 x 60 mm 0.6125 kg 330 x 325 x 255 mm 10 pcs 6.4 kg

LPS286 390 x 120 x 60 mm 0.7285 kg 405 x 330 x 255 mm 10 pcs 7.7 kg

Specifications:


