HDS-15MCN
High Density—‘ QNickel or Tin or Gold Plated
Solder Typ Color(Black,Blue,White or Others)
15,26,44,62,78 Male
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ELECTRICAL CHARACTERISTICS:
CONTACT CURRENT RATING:IAMPERES,
DIELECTRIC WITHSTANDING VUOLTAGE:AC 500V RMS
INSULATION RESISTANCE:S00 MEGOHMS MINIMUM
AT DC 500V,
CONTACT RESISTANCE:30 MILLIOHMS MAXIMUM,

ey OPERATING TEMPERATURE:=40°C TO +/0°C.
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a SHELL:COLD ROLLED STEEL.
‘ UL ‘ 610 ‘ | ‘ FINISHES:
— — | CONTACTS:GOLD FLASH .
j\lﬁ H SHELL: NICKELPLATED OR  TIN PLATED
OR ZINC PLATED OR GULD PLATED OR OTHERS.
PLASTIC: BLUE OR BLACK OR WHITE OR OTHERS,
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CHHDS15MO01A | Nickel plated Tin plated Black Gold flash
POSITION A+0.3 | B+0.2 | C+0.2 | D+0.2 F+0.2 F#0.2 G#0.2 H+0.1 CHHDS15M01B | Nickel plated Tin plated Blue Gold flash
HDS-15Pin | 30.85 | 25.00 | 1692 | 8.30 | 16.70 | 1255 | 229 | 3.96 CHHDS15MO1C | Nickel plated Tin plated White Gold flash
HDS-26Pin| 39.25 | 3335 | 2525 | 830 | 1670 | 1255 | 229 | 3.96 CHHDS15M01D | Nickel plated Tin plated Black Gold plated30u”
HDS-44Pin| 5310 | 47.04 | 3896 | 830 | 16.70 | 1255 | 229 | 3.96 CHHDS15MO1E | Nickel plated Tin plated Blue Gold plated30u”
HDS-62Pin| 69.40 | 6350 | 55.42 8.30 16.70 12.55 241 3.96 CHHDS15MO01F | Nickel plated Tin plated White Gold plated30u”
HDS-78Pin| 67.08 | 61.11| 52.81 | 11.30 | 1670 | 1530 | 241 | 3.96
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Tolerances CSDSMSO3 CUSTOMER P/N:
Otherwise Stated
X, 03 KSDSS01
XX 302 TDHDMCO3
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