REV DESCRIPTION SIGNATURE DATE
A Initial release LHQ 2004.12.09
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—
ol = 3 2 = I
/ / / / |
Conductor; 10/0.12 oxygen free copper
Insulation: PE,red/white, #1.4£0.05mm

_~ Shield: Conductive PVC(thickness<0.3mm) white core

| Drain: 7/0.18 tinned copper

| Shield: Aluminum Foil drain

2
— Inner Jacket: PVC(204—N888—68),matte black
—Jacket: PVC(204—N888-68),matte black red core
6.3SP
-—¢6.5+£0.1—
Cable Construction Wiring Method

(4| 363—-022 6.3SP 1 | Brass Nickel—plated TITLE DRAWING No. SHEET
@ E124—1 Molding 1 |PVC Black MEL—202/SW MEL—202/SW 1/1
(2 363—015—3 Spring 1 | Steel Nickel—plated UNIT |SCALE|TOL UNLESS NOTED| APPROVED CHECKED DRAWN
(D| 305—-013 XLR(M) 1 | Brass Nickel—plated LHQ
No  PART No. | COMPONENTS __ |QTY|  MATERIAL FINISH mm |free | +0.1 04.12.09

Master Hill Electric Wire & Cable Co.,Ltd.



