
Achtung
Technische Änderung
bei den Geräten mit den folgenden Serien-
nummern

PA-1120:   A04 / 00 . . . . -01

PA-1240:   A03 / 00 . . . . -01

PA-6240:   A04 / 00 . . . . -01

PA-6480:   A01 / 00 . . . . -01

PA-6600:   A01 / 00 . . . . -01

An die 7-polige DIN-Buchse (A) oder an die
RJ-45-Buchse (B) lässt sich nur das Tisch-
mikrofon PA-4000PTT anschließen. Es kann
entweder die DIN- oder die RJ-45-Buchse
benutzt werden. Die Buchsen können nicht
für den gleichzeitigen Betrieb von zwei Mikro-
fonen verwendet werden.

Für den Betrieb des Kommandomikrofons
PA-1120RC (für die Verstärker PA-1120 und
PA-1240) und des Kommandomikrofons PA-
6000RC (für die Verstärker PA-6…) muss
das dem Mikrofon beiliegende  Anschluss -
modul, wie in der Bedienungsanleitung be -
schrieben, eingebaut werden.

Attention
Technical Modification
for units with the following serial numbers:

PA-1120:   A04 / 00 . . . . -01

PA-1240:   A03 / 00 . . . . -01

PA-6240:   A04 / 00 . . . . -01

PA-6480:   A01 / 00 . . . . -01

PA-6600:   A01 / 00 . . . . -01

Only the desktop microphone PA-4000PTT
can be connected to the 7-pole DIN jack (A)
or the RJ-45 jack (B). Either the DIN jack or
the RJ-45 jack can be used. It is not possible
to use both jacks to operate two microphones
at the same time.

To operate the PA zone paging desktop
microphone PA-1120RC (for the amplifiers
PA-1120 and PA-1240) or PA-6000RC (for
the amplifiers PA-6…), install the connection
module (supplied with the microphone) as
described in the instruction manual.
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