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technical data g
AWG : see drawing pa
contact material ~ : brass & E
wn H
packing : reel ! <
packing unit 1 10,000 pcs 3
i H
1.0+0.03 165201 §
1K
electrical data e
voltage rating 1250V AC/DC ‘ J t
current rating :3.0AAC/DC 1.6 3%
insulation resist. :5000 Meg Ohm min 214401 1.75%0.1 et 1.65:]0,1
contact resistance : 30 milli Ohm max % ] 5 -
& b g E
operating temp.  :-40°C to +85°C ~ % ~ =
sec. A-A sec. B-B sec. A-A sec. B-B
male female
AWG: #24 - #26 AWG: #24 - #26

50-CC-MH-R 50-CC-FH-R
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ferminals

for 50-CH

high density
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high density

; 56 5.59 01.50
technical data -
1.65+0.10
AWG : see drawing 1. 0.63
contact material . brass 0.25
packing . reel S | 1.52+0.10
packing unit : 10,000 pcs b
5| 2 J?M | o150
H
8 ! | 2150 555 2130
. ] o
electrical data 3 ‘
dielectric strength : 1000V AC ~ $0.7620.03
current rating :3A NV
insulation resist.  :5000 Meg Ohm min 1.10
contact resistance : 25 milli Ohm max
: . o o n 1.34+0.15 9
operating temp.  :-55°C to +105°C i § e i
sec. A-A 8 sec. B-B W !
male female
AWG: #24 - #28 AWG: #24 - #28
electrical data plating order code
dielectric strength . please see drawing 00= flash gold

current rating
insulation resistance
contact resistance

60= selective flash gold
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For suggested soldering curve please contact GSN. §
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in case of any doubl, please contact GSN
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