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BETJENINGSVEJLEDNING

1. Vigtigt: For du tilslutter spaendingstransformerne til stikkontakten i dit hjem, skal du

sgrge for, at speendingsvaelgeren (pa bagsiden af transformerne) er indstillet til den korrekte

indgangsspaending. Indgangsspaendingen er den elektriske spending fra

stikkontakten i landet du vil bruge transformerne i.

e |lande med 110 volt sdsom USA skal spaendingsvelgeren indstilles til 110 volt

e |lande med 220 volt sdsom i Europa, Mellemgsten, Asien, Afrika osv. skal
spaendingsveelgeren indstilles til 220 volt.

En hgj summende lyd kan heres hvis spandingsveelgeren indstilles forkert,

afbryd straks.

2. Inden du setter din enhed i transformeren, skal du sgrge for at have den korrekte
stromeffekt. Sgrg for at bruge den korrekte strgmeffekt der kan indlese dine enheder
korrekt.

3. Nar du har sikret dig, at transformeren har korrekt strgm til din enhed eller

apparatet, tilslut enheden til fatningen pa forsiden af transformerne. Hvis din enhed anven-
der 110/120 volt, skal du bruge 110 volt-fatningen. Hvis din enhed anvender 220/240 volt,
skal du bruge 220 volt-fatningen pa forsiden af enheden.

4. Teend for transformeren.

5. Teend for din enhed.

6. Sluk for transformeren, nar den ikke bruges.
FORSIGTIG

o Sluk for transformeren, nar den ikke bruges

e Brug ikke i, eller i n&erheden af, vand eller vade omréader
e Brug ikke udendars.



Produktspecifikationer - Trinvis op/ned spaendingstransformer

e Ringkernetransformer
e Holdbart kabinet
e Strgmkildeindikatorer

Indgangsspanding: 110V/200V/220V/240V
Udgangsspanding: 110V og 220V
Indgangsfrekvens: 50Hz/60Hz

Certificering: CE, ROHS
Model RV-1600 1600W
Effekt 1600W
Teknologi Aluminiumspole ringkernetransformer
Fase Enfaset (én transformer styret)
indgang Spaendingsomrade 110V/220V
Frekvens 50Hz/60Hz
Udgang Spaending 110V & 220V
Driftstemperatur 0°-4(Q°
Miljg Opbevaringstemperatur -15°-45°
. . . 10%RH-90%RH,
Relativ luftfugtighed ved drift Kke-kondenserende
Maskinstarrelse (mm) 218x168x138
Fysisk Emballagestarrelse (mm) 445x300x420
Nettovaegt (kg) 6,10
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OPERATING INSTRUCTIONS

1.Important: Before plugging the voltage transformers into your power outlet in your
home,please make sure the voltage selector switch (located on back side of converters ) is
set to correct input voltage. The input voltage is the electric voltage from electric oulet in the
country you will use it in.
e |n 110 volt countries such as USA, set the input voltage switch to 110 volts.
e |n 220 volt countries in Europe, Middle East, Asia,Africa, etc,set the input voltage

switch to 220 volts.
High Humming sound may be heard if set incorrectly, disconnect immediately.

2.Before plugging your item into the transformers make sure you have the correct power
Make sure to use correct transformer power which can load your devices properly.

3.0nce you have determined that transformer is proper power for your device or

appliance please plug in the item into the socket on the front of the transformers.

If your item is 110/120 volts please use the 110 volts outlet .If your device is 220/240 volts
please use the 220 volts socket on the front of the device.

4.Turn on the transformer.

5.Turn on your device.

6.Please turn transformer off when not using.
CAUTION

e Please turn transformer off when not in using

e Do not use in or near water or wet areas
e Do not use outdoors



PRODUCT SPECIFICATIONS - Step Up/ Down Voltage Converter

e Toroidal Transformer
e Durable Enclosure
e Power Source Indicators

Input Voltage: 110V/ 200V/ 220V/ 240V
Output Voltage: 110V & 220V
Input Frequency: 50HZ/60HZ
Certification: CE,ROHS
Model RV-1600 1600W
Power 1600W
Technology Aluminum coil Toroidal transformer
Phase Single phase (One transformer controlled)
Input \oltage Range 110V/220V
Frequency 50Hz/60Hz
Output Voltage 110V & 220V
Operating Temperature 0°-4(Q°
Enviromental Storage Temperature : -1 50—4500
Operating Relative Humidity :\I(())éoilc-)lnggr{;m
Machine Size (mm) 218x168x138
Physical Packing Size(mm) 445x300x420
N.W.(KGS) 6,10
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Input voltage

A Warning K1 04020250
@ Bl o

Before switching on this unit,
pls select the correct input voltag
220V and connect to the correct power
Circuit Breaker voltage source

STEP-UP/ STEP- DOWN TRANSFORMER
Y

Circuit Breaker Model: RV-1600 1600W
Power capacity: 1600W

220v —. 110V

50Hz/60Hz
Cire g var protected

— Inputvoltage

A Warning K1 04020250

Before switching on this unit,

pls select the correct input voltag
and connect to the correct power
voltage source

STEP-UP/ STEP- DOWN TRANSFORMER

Model RV-16001600\N
Powercapac’ny 1600w
220V, 110v
50Hz/60H;
chuwtbreakerprotected
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Model: RV-1600 1600W
Power capacity: 1600W
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